
PROSOCO® SLX100® Water &  
Oil Repellent <350 Specification 

 
Specifier Note: The information provided below is intended to guide the 

Architect in developing specifications for products manufactured by 
PROSOCO, Inc. and should not be viewed as a complete source of 
information about the product(s). The Architect should always refer to the 
Product Data Sheet and MSDS for additional recommendations and for 
safety information.  

 
Specifier Note: Paragraph below is for PART 1 GENERAL, Quality Assurance.  
 

TEST AREA  
Test a minimum 4 ft. by 4 ft. area on each type of masonry. Use the 
manufacturer’s application instructions. Let test area protective treatment cure 
before inspection. Keep test panels available for comparison throughout the 
cleaning project.  
 
Specifier Note: Paragraphs below are for PART 2 PRODUCTS, Manufacturers 

and Products.  
 
Manufacturer: PROSOCO, Inc., 3741 Greenway Circle, Lawrence, KS 66046. 
Phone: (800) 255-4255; Fax: (785) 830-9797. E-mail: 
CustomerCare@prosoco.com 
 

PRODUCT DESCRIPTION 
PROSOCO® SLX100® Water & Oil Repellent <350 combines effective water and 
oil repellency on most substrates, including densified concrete, with VOC levels 
low enough to be used in every U.S. State – including most of California. This 
modified “neat” silane system offers invisible protection and low volatility, and 
prevents staining by waterborne and oily substances.  
 
The small molecular structure of SLX100® <350 allows for maximum 
penetration at coverage rates higher than that of conventional silanes. Depth of 
penetration is controlled by the application rate (loading rate). This makes 
SLX100® <350 ideal for protecting hardened, densified concrete; granite; and 
other dense, color-sensitive substrates. Additionally, SLX100® <350 forms an 
effective chloride screen that reduces surface erosion and corrosion of rebar in 
reinforced concrete caused by water and water-carried salts.  
  

TYPICAL TECHNICAL DATA 
FORM: Clear liquid, slight solvent odor 
SPECIFIC GRAVITY: 0.909 
pH: not applicable 



WT./GAL.: 7.56 pounds 
ACTIVE CONTENT: 93 percent 
TOTAL SOLIDS: 62 percent ASTM D 5095 
VOC CONTENT: 350 grams per Liter, maximum. Not available in all air 
quality management jurisdictions.  
FLASH POINT: 107 degrees F (42 degrees C) ASTM D 3278 
FREEZE POINT: no data 
SHELF LIFE: 1 year in unopened, factory-sealed container 

LIMITATIONS 
• Not recommended for asphalt or other non-masonry materials. 
• Not recommended for below-grade applications or for use under hydrostatic 

pressure. 
• Do not buff or burnish after application. The product is not designed for use 

with buffing or burnishing equipment.  
• Will not stop water penetration through structural cracks, defects or open 

joints. 
• Always pretest to ensure desired results before application to floors previously 

treated with Consolideck® LSGuard®.  
• Limited effectiveness on some limestone and marble. Always test. 
• Not available in all air quality management jurisdictions. 
 
Specifier Note: Paragraphs below are for PART 3 EXECUTION, Installation.  

APPLICATION 
Before applying, read “Preparation” and “Safety Information” sections in the 
Manufacturer’s Product Data Sheet for SLX100® Water & Oil Repellent <350. 
Refer to the Product Data Sheet for additional information about application of 
SLX100® Water & Oil Repellent <350.  

DILUTION 
Apply as packaged. Do not dilute or alter material. Stir or mix well before use. 
 
Vertical Surfaces: 
1. Apply in a single, uniform application using enough to thoroughly wet the 

surface and create a slight rundown below the spray pattern. Do not over 
apply.  

2. Brush heavy runs and drips thoroughly into the surface. 
 
Horizontal Surfaces: 
1. Apply in a single application using enough material to keep the surface wet for 

about a minute before penetrating. 
2. Broom out all puddles thoroughly until they completely penetrate the surface. 
3. Wipe down excess with a clean, absorbent towel. 
 
Specifier Note: On extremely porous surfaces, two applications will provide 

superior protection. Apply the second coat within a few minutes after the 



first coat has penetrated and appears dry. Coverage must be determined 
via test panel.  

 

DRYING TIME 
Protect treated surfaces from rain, foot and vehicular traffic for at least 4 hours 
after application.  
 

CLEANUP 
Clean tools and equipment immediately with mineral spirits or equivalent 
cleaning solvent. Remove rundown and spills as soon as possible. Container may 
retain residues. Keep from ignition sources. Do not reuse. 
 


